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Gilson Pipetman® Microman E, Gilson
 

MICROMAN® E positive displacement pipettes, along with capillary pistons, offers the 
highest precision when pipetting problem liquids such as oils, cosmetics, blood, glycerol, 
radioactive samples, RNA, DNA, and more! Working like a syringe, capillary pistons elimi-
nate the air cushion between the sample and the disposable piston, providing 100% 
protection against pipette contamination and producing accurate, reproducible, and pre-
cise results every time. 	  
Improved comfort and ease-of-use: A newly shaped handle, with an added finger hook, 
rests comfortably in your hand. Fully visible volumeter on the front of the body, so you can 
easily see the volume while pipetting. Large push button allows you to aspirate and dis-
pense with ease.	  
Volume Securing Button allows for easy volume adjustment and minimizes the risk of 
accidently changing the volume during pipetting cycles.

Patented QuickSnap CP fitting system allows you to fit a capillary piston on to MICRO-
MAN® E as simply as fitting a standard tip to a standard pipette.
• volume range from 1 µl to 1 ml
• for PCR and biologic active samples
• capillaries and flasks made of chemical-resistant PP
• protects from aerosol formation
• prevents displacement of samples
• integrated release mechanism
• sterilised CP are free of RNAse, DNAse, DNA, RNA, proteases

Microman® flasks with capillaries (CP) made of non-wetting PP, free of colour additives. 
Loosely (200 pieces) packed or in TiPack® racks (2 × 96, 10 × 96 or 2 × 91 pieces/pack).

Gilson Pipetman® Microman E 

  Article Volume 
µl

Order No.  

  Gilson Pipetman® Microman E, M10E 1 – 10 10 01 74301  
  Gilson Pipetman® Microman E, M25E 3 – 25 10 01 74302  
  Gilson Pipetman® Microman E, M50E 20 – 50 10 01 74303  
  Gilson Pipetman® Microman E, M100E 10 – 100 10 01 74304  
  Gilson Pipetman® Microman E, M250E 50 – 250 10 01 74305  
  Gilson Pipetman® Microman E, M1000E 100 – 1000 10 01 74306  

Gilson Microman capillary pistons 

  Article for PU Order No. PU 
pc/Pack

 

  Gilson capillary pistons CP10, TiPack® Rack M10 2 × 96 10 01 74375 192  
  Gilson capillary pistons CP10ST, sterile, TiPack® Rack M10 2 × 96 10 01 74459 192  
  Gilson capillary pistons CP10, TiPack® Rack M10 10 × 96 10 01 74414 960  
  Gilson capillary pistons CP10ST, sterile, TiPack® Rack M10 10 × 96 10 01 74445 960  
  Gilson capillary pistons CP25 M25 1 × 200 10 01 74370 200  
  Gilson capillary pistons CP25, TiPack® Rack M25 10 × 96 10 01 74378 960  
  Gilson capillary pistons CP25ST, sterile, TiPack® Rack M25 6 × 96 10 01 74446 576  
  Gilson capillary pistons CP50 M50 1 × 200 10 01 74371 200  
  Gilson capillary pistons CP50, TiPack® Rack M50 10 × 96 10 01 74379 960  
  Gilson capillary pistons CP50ST, sterile, TiPack® Rack M50 6 × 96 10 01 74447 576  
  Gilson capillary pistons CP100, TiPack® Rack M100 2 × 96 10 01 74377 192  
  Gilson capillary pistons CP100ST, sterile, TiPack® Rack M100 2 × 96 10 01 74478 192  
  Gilson capillary pistons CP100, TiPack® Rack M100 10 × 96 10 01 74376 960  
  Gilson capillary pistons CP100ST, sterile, TiPack® Rack M100 10 × 96 10 01 74449 960  
  Gilson capillary pistons CP250 M250 1 × 200 10 01 74372 200  
  Gilson capillary pistons CP250, TiPack® Rack M250 10 × 96 10 01 74369 960  
  Gilson capillary pistons CP250ST, sterile, TiPack® Rack M250 6 × 96 10 01 74448 576  
  Gilson capillary pistons CP1000, TiPack® Rack M1000 2 × 91 10 01 74373 182  
  Gilson capillary pistons CP1000ST, sterile, TiPack® Rack M1000 2 × 91 10 01 74374 182  


